
 
1. Take contents from packet 

2. Remove Red End Cap 

3. Remix base by rotating dasher rod clockwise and pulling 

/pushing the dasher rod fully in/out at the same time (the rod 

should not come out if turned clockwise). Use 3 complete 

strokes 

 
4. Pull the dasher rod out of the base as far as possible. 

5. Insert black ram rod into the end of the dasher rod 

 

 
6. Push the rod to inject the accelerator into the base cartridge 

until one third of the material is injected. There may be 

resistance at first. 
7. Stop pushing on the ram rod; push on the outer surface of 

the dasher rod again until the dasher rod is half way into the 

base cartridge. 

8. Inject another third of the accelerator into the base as 

before. 

9. Push on the outer surface of the dasher rod again until the 

dasher rod will go no further into the cartridge. 

Inject the rest of the accelerator as before, until the ram rod 

can’t move any more. 

 
10. Remove the ram rod. 
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11. Mix the base and accelerator thoroughly, by rotating 

dasher rod clockwise and pulling /pushing the dasher rod fully 
in/out at the same time (the rod should not come out if turned 

clockwise). 

12. Different materials have different requirements (e.g. a 

total of 75 full strokes for PR1782B2) 

 
13. At the end of mixing, a homogenous colour should be 

visible through the walls of the cartridge. 
14. Pull the dasher rod out of the base cartridge as fully as 

possible. 

15. Grip the cartridge firmly near the top of the adhesive label 

and rotate the dasher rod clockwise until it comes out. 

 
16. Mixed material is expelled from the cartridge by pushing 

on base plunger, for example, with the ram rod. 

 
17. Check for homogenous mixing by spreading the material 

onto a flat surface using a knife or spatula. 

 


